
Warning tape -
white/red - roll 200 m
x 80 mm

SKU: TA200RW

Gross Price: $5.83

Net Price: $4.90

Technical Specification

Attribute Value

Dimension 80 mm

Color Red/white

Material Polyethylene

Weight 0,7 kg

Shipping time 1-2 days



Description

Red and White Warning Tape 200 m x 80mm – Clear and
Rapid Area Demarcation

Are you looking for an efficient and professional way to clearly designate hazard zones? The offered
red and white warning tape in a roll of 200 m and 80 mm width is an essential safety tool. It is
designed for fast and trouble-free cordoning off of restricted areas, such as construction excavations,
roadwork zones, or technical failure sites. The distinct, alternating diagonal stripes in bright white
and red colors are highly visible from a great distance in any weather conditions. This provides an
immediate, clear warning to pedestrians and drivers, significantly improving public safety.

The barrier tape is manufactured from high-quality polyethylene (PE) film with a nominal thickness of
40 microns. This guarantees excellent durability in demanding outdoor environments. The material
features optimal elasticity and high tear resistance – under strong wind gusts, the tape stretches
slightly rather than snapping, eliminating the need for frequent replacement. Since the tape is non-
adhesive, it allows for easy and multiple tying between traffic cones, metal posts, or fences without
leaving sticky residue. Furthermore, the material exhibits increased resistance to UV radiation,
preventing rapid fading of colors.

The lightweight and exceptionally handy roll design (the entire roll of 200 m weighs only 0,70 kg)
makes the tape extremely easy to transport and carry on a utility belt. Its 80 mm width fully complies
with professional occupational safety requirements for an optimal warning surface. This warning tape is
also widely used by event organizers to quickly mark food courts, map out running routes, or secure
temporary parking lots. It is a versatile, reliable, and highly cost-effective safety solution that is perfect
for any technical crew.

Technical Details and Parameters

Dimensions (length x
width) 200 m x 80 mm

Material Polyethylene PE (thickness 40 microns)

Color Red and white (diagonal warning stripes)

Product weight 0,70 kg (lightweight, handy roll)


