Lifting clamp for
BetonBlok concrete
blocks

Sorfan

SKU: LEG hak

Gross Price: $153.27

Net Price: $128.80

Technical Specification

Attribute
Color
Material
Weight

Shipping time

Value

Grey
Steel
1 kg

2-3 days



Description

Lifting Hook Lifting Clamp for BetonBlok

Secure your jobsite. This certified Lifting clamp for BetonBlok concrete blocks with 1300 kg max
capacity is key equipment for crane and forklift operators working with modular Interlocking stud
concrete blocks.

Monolithic casting from certified concrete protects the blocks from weather, moisture, and heavy
machinery impacts (e.g., front loaders in agricultural wiatas). Since no mortar is used, there are no
demolition or waste disposal costs - if your plans change, just re-stack the blocks.

Technical Specification

External dimensions Standard (pasuje do gniazd BetonBlok)

Block weight ~5 kg

Top finish type Assembly accessory (steel)

Concrete grade High-strength forged steel

Reinforcement Certified working load limit: up to 1300 kg

Dimensional tolerance Compliant with EU lifting standards
Applications

¢ Unloading of blocks: Safe unloading of heavy precast elements from truck trailers using HDS
crane or standard crane.

¢ Retaining wall assembly: Precise guiding of Interlocking blocks and accurate positioning on
the studs.

¢ Industry and agriculture: Indispensable equipment on the construction site when building silos
and bunkers.

Advantages of the BetonBlok system

High load capacity (up to 1300 kg): Approved and fully certified working load limit
guarantees operational safety.

Durable forged steel: Resistance to stress, deformation, and extreme weather conditions.

¢ Ergonomic design: Quick installation and removal of the clamp in the block socket significantly
accelerates work pace.

Full compatibility: Designed specifically for the transport sockets of the BetonBlok system.



Logistics, Shipping and Unloading Requirements

The lifting clamp (1300 kg max) fits perfectly into the pre-cast anchor sockets of the BetonBlok
elements. Generally, using 2 lifting hooks per block is recommended to ensure complete balance and

safe handling during installation.



